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*WE RECOMMEND TO REMOVE THE QUIET LUG WHEN Lo
UNDER A STUD HEAD FOR THE BEST INSTALLATION Ridin g Sty| e
Snowmobile Information Safety Performance Wearbars
2023 Model Lug Track Stud Stud Stud Stud Deuce Round Shaper

15x 137

DOO0-D2410-(add size)

DOO-R2410-(add size)

DOO0-S2410-(add size)

Shredder RE 2.500 15 x 146 NA NA NA NA DOO-D2410-(add size) | DOO-R2410-(add size) | DOO-S2410-(add size)
Shredder RE Turbo R 3.000 15 x 154 NA NA NA NA DOO-D2410-(add size) | DOO-R2410-(add size) | DOO-S2410-(add size)
Shredder DS 2.500 15 x 154 NA NA NA NA DOO-D2410-(add size) | DOO-R2410-(add size) | DOO-S2410-(add size)
Shredder DS Turbo R 3.000 15 x 165 NA NA NA NA DOO-D2410-(add size) | DOO-R2410-(add size) | DOO-S2410-(add size)
Xterrain RE 2.000 16 x 146 NA NA NA NA DOO-D2410-(add size) | DOO-R2410-(add size) | DOO-S2410-(add size)
Xterrain Brutal 2.400 20 x 154 NA NA NA NA DOO-D2410-(add size) | DOO-R2410-(add size) | DOO-S2410-(add size)

121" Tracks = 48 Lugs /129" Tracks = 45 Lugs/ 137" Tracks= 48 Lugs / 141" Tracks = 47 Lugs/144" Tracks = 57 Lugs /146" Tracks =51 Lugs /151" Tracks = 60 Lugs / 153" Tracks= Lugs/ 154" Track= Lugs/ 162" Track = Lugs
Round bars -40 = 4",-45 = 4.5", -60 = 6", -75 = 7.5", -90 = 9" - Deuce Bars -45 = 4.5", -60 = 6", -90 = 9" - Shaper Bars -45 = 4.5", -60 = 6", -75 = 7.5", -90 = 9"
Liberty Products, Inc. recommends that tunnel and/or heat exchanger protection be installed in all snowmobiles when traction products are utilized. Even if your
snowmobile is equipped with factory tunnel protection we suggest that you check for adequate clearance of traction products before you ride. Riding
without performing a clearance check can result in serious damage to your snowmobile. Stud quantity and carbide length must be balanced for safe and proper handling. If you
are not using studs do not install overly aggressive wearbars.
** PLEASE REMEMBER THAT “DEUCE” BARS ARE SOLD AS SINGLE BARS — NOT AS A PAIR




